
OTC Prod. Unit No.: 109-227366-0-0000

Amended

Completion Report

Well Name: SANGER 1-33

Min Gas Allowable: Yes

Purchaser/Measurer: ENERFIN

First Sales Date: 12-01-2021

Depth Plug Type

6109 CASING SHOE

Amend Reason: RE-ENTRY

API No.: 35109203910001

X Single Zone

Multiple Zone

Commingled

Completion Type

Casing and Cement

Type Size Weight Grade Feet PSI SAX Top of CMT

SURFACE 8 5/8 24 K-55 665 400 SURFACE

PRODUCTION 5.5 17 J-55 6109 2000 550 SURFACE

Plug

Depth Brand & Type

5712 ASX1

Packer

Type Size Weight Grade Length PSI SAX Top Depth Bottom Depth

There are no Liner records to display.

Liner

Total Depth: 7150

Spud Date: June 16, 2021

Drilling Finished Date: June 21, 2021

1st Prod Date: December 01, 2021

Completion Date: November 30, 2021

Initial Test Data

Oklahoma Corporation Commission
Oil & Gas Conservation Division

Post Office Box 52000
Oklahoma City, Oklahoma 73152-2000

Rule 165: 10-3-25

Form 1002A

OKLAND OIL COMPANY   7910
 
110 N ROBINSON AVE STE 400
OKLAHOMA CITY, OK 73102-9022

Location:

Operator:

OKLAHOMA   33   11N   1E   
SW    NE    SE    NW
1947 FNL    2005 FWL of 1/4 SEC
Latitude: 35.386218 Longitude: -97.205851
Derrick Elevation: 1168   Ground Elevation: 1158

Order No

716259

Location Exception

Order No

There are no Increased Density records to display.

Increased Density

STRAIGHT HOLEDrill Type:
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Status: Accepted

1147189

Test Date Formation Oil
BBL/Day

Oil-Gravity
(API)

Gas
MCF/Day

Gas-Oil Ratio 
Cu FT/BBL

Water
BBL/Day

Pumpin or
Flowing

Initial Shut-
In

Pressure

Choke 
Size

Flow Tubing

Pressure

Dec 01, 2021 HUNTON 3 42 300 100000 2 FLOWING 1280 8 1100

OCC - D-V TOOL SET AT 750' USED 200 SACKS OF CEMENT LIFTING TO SURFACE CEMENT BOND LOG SHOWS GREAT CEMENT BOND AT 
LEAST 70' INSIDE OF SURFACE CASING SPOTTY BOND AFTER THAT.

Other Remarks

Were open hole logs run? No

Date last log run: 

Were unusual drilling circumstances encountered? No

Explanation: 

Formation Name: HUNTON Code: 269HNTN Class: GAS

Order No Unit Size

697680 80

Spacing Orders

From To

5814 5920

Perforated Intervals

Acid Volumes

5,000 GALLONS ACID

Fracture Treatments

There are no Fracture Treatments records to display.

Formation Top

HUNTON 5800

Completion and Test Data by Producing Formation
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